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FIG. 2 

(PRIOR ART) 



AN ORGANIC EL ELEMENT IS 
FORMED ON A SUBSTRATE 



AN ADHESIVE IS COATED ON A 

PERIPHERY REGION OF THE 
THE TRANSPARENT SUBSTRATE 



A METAL CAP LAYER IS ATTACHED 
TO THE SUBSTRATE 



202 



~ 204 



206 



THE ADHESIVE IS CURED 
AT A PREDETERMINED TEMPERATURE 
USING A UV LIGHT 
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FIG. 3 



45 44 46 49 48 




38 



FIG. 4 
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FIG. 5 
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FIG. 7 
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FIG. 9 
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A SUBSTRATE HAVING AN 
ORGANIC EL ELEMENT AND A FLAT 
PANEL ARE PROVIDED 



- 902 



A MOISTURE/WATER ABSORBING 
AGENT MAY BE ARRANGED 



AN ADHESIVE IS COATED 
ON A PERIPHERY REGION OF THE 
TRANSPARENT SUBSTRATE 



THE FLAT PANEL IS ATTACHED 
TO THE SUBSTRATE 
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AN ADHESIVE IS COATED ON A 
PERIPHERY REGION OF THE 
SUBSTRATE AND/OR THE FLAT PANEL 
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THROUGH HOLE(S) ARE SHUT USING A 
CURABLE AGENT AND/OR A WELDING 
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